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SPECIFICATION UNIT 
TEST 

STANDARD 
TEST RESULT 

Thickness Difference Between 
Elements, t 

mm EN 13329 
t average< 0,50mm                           
t max-t min<0,50m 

Resistance to Abrasion Cycle EN 438 Cycle>6000 

Squareness of the Element, q mm EN 13329 q max< 0,2mm 

Length of Surface Panel, 1 

mm EN 13329 

1<1500mm                                       
1 fark<0,5mm 

1>1500mm     
1 fark<0,3mm/m                                  

Width of Surface Panel, w mm EN 13329 
w average diff. 0,10mm                   
w max-w min<0,20mm 

Straightness of the Surface Layer 
mm EN 13329 ≤0,30mm 

Surface Smoothness % EN 13329 

Fw concave < 0,15%                          
Fw convex < 0,20%                            
F1 concave < 0,50%                            
Fl convex < 1,00% 

Gap Between the Elements, O mm EN 13329 
O average<0,15mm                             

O the largest 0,20mm 

Height Difference Between The 
Elements, h 

  mm EN 13329 
h average< 0,10mm                       

h max<0,15mm 

Surface Stability N/mm² EN 13329 AC5≥1,25 N/mm² 

Stratch Resistance    N EN 438 >3,5 N 

Armchair Wheel Impact 
Cycle EN 425 

25.000 cycle, No change or 
damage in appearance 

Furniture Leg Impact 
- EN 424 

There should not be visible 
damage. 

Resistance to Hot Containers 
Class EN 13329 

Class 4 

Resistance to Water Vapor Class EN 13329 Class 4 

Resistance to Stain Class EN 13329 Class 5 

Swelling in Water for 24 hours % EN 13329 <%18 

Density kg/mᵌ EN 323 850-900 kg/mᵌ 

Twist Resistance N/mm² EN 317 >40 N/mm² 
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SPECIFICATION UNIT 
TEST 

STANDARD 
TEST RESULT 

Elasticity Module N/mm² EN 310 >3500 N/mm² 

Tensile Strength N/mm² EN 319 ≥1,2 N/mm² 

Size mm  12 mm * 154,5 mm * 1195 mm 
(Thickness * Width * Length) 

 

Class 

Accommodations Offices 

Light Medium Dense Light Medium Dense 

21 22 23 31 32 33 

Resistance to Abrassion AC1 AC2 AC3 AC4 AC5 

 >900 >1500 >2000 >4000 >6000 

 


